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Irrigation Canal

Although inoperable, the cansl retains much of its
gtructurel integrity. It has representative examples
of pioneser rockwork, water delivery system artifacts,
and remnents of Civilian Conservation Corpe
snginvering involvement along its 2-1/2 mile courese.

James Jurale
October 5, 1084
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The Pine Creek Canal, which originally drew water off Pine Creek immediately
to the northeast of its confluencs with ths Virgin River, ran to the south at
the foot of a talus slope aind sent latsrsls to the west fo irrigate the 2-1/2
mile by 1/2 mile "island"” of farmland located between the east bank of ths
Virgin River and Bridge Mountain. In 1934, the canal's headworks were
extended spproximately 1/4 mile to the north tc augment Pine Creek's sometines
inadequate water supply with water diverted from the Virgin River. Located on
the east bank of the Virgin River, approximately 1/4 mile to the north of the
Virgin River Bridge, the exteant remsins of the headworks which were completsd
in 1934 by Civilian Counservation Corps enrolless consist of a 15-foot dismeter
red sgandetons boulder with stesl rods snd 2-inch steel beams thet have besn
drilled by the "juaiors" of Cemp NP2, The extent remains of the extension
flume over Pine Creek include sections of stesel cable and stesl pipe supports,
and an approximately 2-ton sandstone boulder with two concrete patties on its
surface--one inscribed, 1934, the other with ¥.,F,

Sections of "dry" random rubble, pioaser-built, rock reteining walls which
supported the canal bed are spparent, as well as water delivery system
artifaects, such ag the well-presserved remeins of a 15-foot-long stave pipe
flume constructed of oak slats, and wire rings with an 18-inch diameter, which
conveysd water over a gulch located approximately 1/8 mile to the south of
Pine Creek. The sketchy remains of an assocliatsd irrigeation system, the
Flapigan Pitch, which reportedly took off from a boulder dam on the west side
of the Virgin River opposite the Superintendsnt's House and wes flumed to the
sast bank, are also found in ths ares.

The work c¢onducted in 1934 was under the supervision of Zion National Park
Resident lendscape Architect, Harry Langley, and directed on-site by Landscaps
Architect, A. M. Dosrner, and Civil Works Project Landscape Architsct, Gsorge
W. Norgard. Ian September 1934, Harlan B. Stepheneen, Landscape Architect on
leave from Bryce Nationsl Park, was in charge of removing the dead cottonwoods:
from the banks of the canal bstwesn the mouth of Pine Cresk and the South
Entrance Area.
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